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WINDOW REVEALS FINNISHED WITH

10mm STEEL TROWELLED CEMENT PLASTER.

SRANDARD MILD STEEL WINDOW FRAME

PROPERLY FIXED TO WALLS COMPLETE WITH

3mm CLEAR DRAWN GLASS AND PUTTY

INTERNALL WINDOW CILL FORMED

IN STEEL TROWELLED CEMENT PLASTER.

PRE-STRESSED CONCRETE

LINTOL OVER ALL WINDOWS

WIDER THAN 600mm.

EXTERNAL WINDOW CILL FORMED BY
MAKING PROVISION FOR A SLOPY/ FALL
OF 45deg ON REVEAL WITH STEEL
TROWELLED CEMENT PLASTER FINISH
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EAVE & BEAM FILLING DETAIL FOR PURLIN RAFTERS

110 mm BRICKWALL
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EAVES DETAIL FOR PURLIN RAFTERS

M. MATONGO

H. BOCK

17.5 deg ROOF PITCH 0.5mm ISQ550
GALVANIZED Z275 IBR ROOFSHEETING
TO MANUFACTURES SPECIFICATION &
DETAILS

40x40x0.5 mm IN 6m LENGTHS
LIGHT GAUGE STEEL PURLINS

BEAM FILLING MORTOR ON 
110mm CEMENT BRICK

12mm INTERNAL
PLASTER
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ON 110mm CEMENT BLOCK WALL

STEEL TROWELLED PLASTER FINISH

SECTION THROUGH EXTERNAL DOOR OPENING TO INSIDE FOR 110mm WALLS

D.P.C

FOUNDATION (25MPA)

250x702mm CONCRETE

FILLING

FLOOR ON WELL COMPACTED SELECTED

100mm STEEL TROWELLED CONCRETE

STEEL TROWELLED PLASTER FINISH
ON 220mm CEMENT BRICK WALL

ON 110 mm CEMENT BRICK WALL
STEEL TROWELLED PLASTER FINISH

D.P.C

FOUNDATION (25MPA)

250x678mm CONCRETE

FILLING

FLOOR ON WELL COMPACTED SELECTED

100mm STEEL TROWELLED CONCRETE

FOUNDATION (32MPA)

250x600mm CONCRETE

FOUNDATION (15MPa)
100x300mm CONCRETE

SECTION THROUGH WINDOW FOR 110 WALLS

AS SHOWN
WITH 220mm WIDE TO FORMED IN DOOR OPENING

FLOOR ON WELL COMPACTED SELECTED FILLING

100mm STEEL TROWELLED CONCRETE

D.P.C LEVEL AS SHOWN
IN EVERY COURSE FROM FOUNDATION TO

HIGH TENSTILE STEEL "BRICKFORCE"

SIZE 813 x 2032mm

WITHOUT FANLIGHT

STEEL DOOR FRAME
813x2032x230 0.9mm

INTERNAL FOUNDATION FOR 110 mm WALLS

STRIP WELL BEDDED IN CONCRETE
3 X 50 mm MILD STEEL DIVIDING

"BRICKFORCE" IN EVERY COURSE
IN EVERY COURSE FROM
FOUNDATION TO DPC LEVEL AS SHOWN

HIGH TENSTILE STEEL

ON 110 mm CEMENT BRICK WALL

STEEL FLOAT CEMENT PLASTER

SEMI-SOLID EXTERNAL DOOR

NGL

AND STEPS MUST BE FORMED TO CONDITIONS ON SITE

MIN 2% FALL TO OUTSIDE ON WELL COMPACTED FILLING

75mm STEEL TROWELLED CONCRETE FLOOR WITH

2
5

STEEL TROWELLED PLASTER.

FOR HOT AND COLD WATER.

WITH STAR HANDLE 

STOP TAPS,CHROME PLATED

1PAIR UNDERTILE

5
0 1
0

0

220

330

INLET CONNECTION, OR SIMILAR APPROVED.

WITH CODE:025 FASCIA PLATE, MALE IRON

CONNECTOR CODE:064, CHROME PLATED

WITH 1/2 BALL JOINT ANGLE SHOWER

by COBRA WATERTECH, CHROME PLATED

WITH BALL JOINT CONNECTOR CODE:068BJ

1/2 x 50mm ADJUSTABLE SHOWER ROSE

068 BJ

   BEND

   90 GALVANISED

SHOWER DETAIL (110mm WALLS)

EXTERNAL FOUNDATION DETAILS FOR 110 mm WALLS

F.F.L.

D.P.C LEVEL AS SHOWN

IN EVERY COURSE FROM FOUNDATION TO

HIGH TENSTILE STEEL "BRICKFORCE"

INTERNAL FOUNDATION

F.F.L.

AFTER TABLING

FINISHED GROUND LEVEL

D.P.C LEVEL AS SHOWN
IN EVERY COURSE FROM FOUNDATION TO

HIGH TENSTILE STEEL "BRICKFORCE"

EXTERNAL FOUNDATION

WELL COMPACTED SELECTED FILL
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SHOWER DETAIL (110mm EXTERNAL WALLS)

THICKENED FLOOR SLAB

2050mm

75mm CONCRETE FLOORWITH SHOWER TRAP

 WASTE PIPE

40mm UPVC

110mm WALL

GRADED TO FALL TO OUTLET, WITH MOSAIC TILE FINISH

SHOWER FLOOR RAISED 50mm ABOVE BATHROOM FLOOR,

1 : 10

M. MATONGO

1 : 10

SECTION THROUGH WINDOW FOR 110mm WALLS

1 : 10

FOUNDATION TO D.P.C
COAT BITUMEN PAINT FROM

D.P.C LEVEL AND PAINTED ONE

TO FOUNDATION WITH "V"JOINT AT
WOODFLOAT PLASTER TAKEN DOWN

PLASTER TAKEN DOWN TO FOUNDATIONS
WITH V JOINT AT DPC LEVEL AND PAINTED
AND PAINTED ONE COATE BITUMEN PAINT
FROM FOUNDATION TO DPC

M. MATONGO M. MATONGO M. MATONGO

M. MATONGO

F.F.L.

NHE- 783231- 001-43

H. BOCK

H. BOCKH. BOCKH. BOCKH. BOCK

T. DE KLERK

NHE OMUTHIYA  EXT.5
HOUSING DEVELOPMENT 2023/1

FOUNDATION

CONDUITS

CONNECTING POINTS OF

OF THE ERF.

ELECTRICIAN TO THE BOUNDARY

SUPPLIED BY THE BUILDER OR

50 mm DIA. CONDUIT TO BE

50mm PVC CONDUIT

COMPACT FILL

POINTS IN BUILDING

25 mm DIA CONDUIT TO TELEPHONE

FLOOR LEVEL

OUTSIDE GROUND LEVEL

CONNECTING BOX 100 x 100 mm

110 mm WALL

WHERE APPLICABLE

CONDUIT FOR OVERHEAD CONNECTIONS

STEPS DETAILS
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NGL

HOUSE

NUMBER OF STAIRS TO 
BE DETERMINED ON SITE

220mm brick 
wall

HOUSE

TYPICAL TELEPHONE CONNECTION DETAIL

15/05/2023

3 x 50mm MILD STEEL DIVIDING  STRIP
BEDDED IN CONCRETE
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