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H. BOCK H. BOCK
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1,50m SINGLE LEAF

3,00 m DOUBLE GATE WITH

MAY NOT CORRESPOND WITH SITE PLAN ISSUED

NOTE:THIS IS A TYPICAL LAY-OUT OF ERVEN AND
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CP WITH 2 STAY

WITH A MASS OF 3kg AND 1800mm LONG

Y-SECTION ISCOR STANDARD INTERMEDIATE POSTS

AND CLOSED AT TOP WITH PRESSED STEEL CAPS
WITH 150x150x3mm BASEPLATE WELDED TO UNDERSIDE

WHERE APPLICABLE TO A MAX. LENGTH OF 1800mm

O 75 mm TUBULAR STEEL CORNER POSTS WICH STAYS

ERF NUMBER PLATE

ENGRAVING OF NUMBERS BY SUPPLIER.

PLUGS WITH ALUMINIUM OR CHROME PLATED SCREWS

HOLED AND FIXED TO WALL WITH 2x45mm FISCHER

BLACK ANODISED ALUMINIUM NUMBER PLATE TWICE
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M. MATONGOM.MATONGO

SECURITY DOOR DETAIL

M.MATONGO

1 : 10

SEWER DETAIL 2 AND 3

M.Matongo

1 : 10

M.MATONGO

1 : 101 : 101 : 10

SEWER DETAIL 1TYPICAL FENCING DETAILERF NUMBER PLATE
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STARTING ON GROUND LEVEL TO 1200mm HEIGTH

BETWEEN POSTS WITH STAYS. STRANDS MUST BE EVENLY SPACED

FENCING CONSISTS OF 5 x 2,5 mm O STRAINING WIRE DRAWN TAUT

AND 2x EVENLY SPACED BETWEEN INTERMEDIATE POSTS

RIGID T-SECTION INTERMADIATE DROPPERS 1200 mm LONG

70MM/WELD 20 BULLET HINGES WELDED IN POSITION AS SHOWN ON DETAIL DRAWING.

HINGES

COLOUR: OFF WHITE

SOLID DOOR HANDLE

BRUSHED STAINLESS STEEL WITH GALVANIZED STEEL CASE INCLUDING STANDARD

SOLID NARROW STYLE DOUBLE CYLINDER LOCK WITH DRAW BACK LATCH WITH G191

LOCK FURNITURE

THE GATE SHALL BE PRIMED RED OXIDE AND PAINTED WITH GLOSS ENAMEL PAINT

HOLLOW SECTION FRAMES (25 X 25 X 2 MM) AS INDICATED ON DETAIL DRAWING.

PLATE SEAM LOCK RAIL(16MM) AT 1M AFFL WELDED BETWEEN MILD STEEL SQUARE

SQUARE MILD STEEL VERTICALS(12 MM X 12MM AT 120MM CENTERS,AND WITH MS

MILD STEEL SQUARE HOLLOW SECTION FRAME(25MM X 25MM X2MM WITH SOLID

BURGLAR PROOFING TO EXTERNAL DOORS

2mm MILD STEEL PLATE SEAM

25 x 25 ANGLE PLATES WELDED TO MS DOOR FRAME

25 x 25 ANGLE PLATES SPOT WELDED TO MS DOOR FRAME

70mm/WELD 20 BULLET HINGES

70mm/WELD 20 BULLET HINGES

LOCKSET POSITION

25 x 25 x 2mm MILD STEEL H.S. FRAME

12 x 12mm SOLID SQUARE STEEL VERTICALS AT 110mm CENTRES

2mm MILD STEEL PLATE SEAM
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