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FLOOR,SECTION &
ELEVATIONS LAYOUT

C 11O mm UPVC DRAINAGE PIPE LINE

FENCING AS SPECIFIED

EXISTING MAIN SEWER LINE

EXISTING WATER LINE

WATER METER WITH STOP COCK AND STANDPIPE

C 15mm WATER PIPE LINE AS SPES.

ELECTRICAL CABLES

TELECOM SLEEVE

MAIN WATER LINE 90 / 160MM
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LIVING/KITCHEN

BATHROOM
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BEDROOM 1

BEDROOM 2

2ROWS OF WHITE
GLAZED WALL TILLES
ABOVE

2ROWS OF WHITE GLAZED
WALL TILLES ABOVE WASH HAND BASIN
WHITE GLAZED WALL TILES

SHOWER WALL 2100mm
HIGH BUILT ON FLOOR SLAB THICKENED EDGE
TO BE TILED TO A HEIGHT OF 2050mm WITH
PVC EDGING STRIPS AT CORNER

UNDER SINK
CUPBOARD 
AS PER DETAIL
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APRON 750mm AROUND HOUSE @
2% SLOPE AWAY FROM HOUSE

APRON 750mm AROUND HOUSE @
2% SLOPE AWAY FROM HOUSE

150mm SPLASH BACK CURB TO BE
TILED WITH GLAZED WALL TILES 
WITH PVC EDGING STRIPS AT CORNERS

D1

D1
D2

D2

D2

POSITION OF HOT WATER SYSTEM
 TO BE MOUNTED
2200mm ABOVE FFL ON 
BATHROOM EXTERNAL
WALL

BIC

SF5

SF4

SF3

SF6

SF8

SF9

SF10

TRAP DOOR

RAISER= 170mm
STAND=300mm

RAISER= 170mm
STAND=300mm

1

2

1

2

UP

1200mm SINGLE TUBE FLUORESCENT LIGHT FITTING

TELEPHONE POINT AT 300 mm ABOVE FINISHED FLOOR LEVEL
T

STOVE CONNECTION AT 1200mm ABOVE FINISHED FLOOR LEVEL

15 AMP. DOUBLE WALL SOCKET AT 1200mm ABOVE FINISHED FLOOR LEVEL

15 AMP. SINGLE WALL SOCKET AT 300mm ABOVE FINISHED FLOOR LEVEL

15 AMP. DOUBLE WALL SOCKET AT 300mm ABOVE FINISHED FLOOR LEVEL

DOUBLE LIGHT SWITCH AT 1400mm ABOVE FINISHED FLOOR LEVEL

í50 WALL MOUNTED WATER TIGHT FITTING 2250mm ABOVE F.F.L

CEILING LIGHT AS SPECIFIED

PLESSY ECONOMETER AND DISTRIBUTION BOARD 1700 mm AFFL

TV
TV. POINT AT 300 mm ABOVE FINISHED FLOOR LEVEL

SINGLE LIGHT SWITCH AT 1400mm ABOVE FINISHED FLOOR LEVEL

HWS

1

2

HOT WATER SYSTEM TO BE MOUNTED 2200mm A.F.F.L ON 
BATHROOM EXTERNAL WALL

1200mm SINGLE TUBE FLUORESCENT LIGHT FITTING

TELEPHONE POINT AT 300 mm ABOVE FINISHED FLOOR LEVEL
T

STOVE CONNECTION AT 1200mm ABOVE FINISHED FLOOR LEVEL

15 AMP. DOUBLE WALL SOCKET AT 1200mm ABOVE FINISHED FLOOR LEVEL

DOUBLE LIGHT SWITCH AT 1400mm ABOVE FINISHED FLOOR LEVEL

í50 WALL MOUNTED WATER TIGHT FITTING 2250mm ABOVE F.F.L

CEILING LIGHT AS SPECIFIED

PLESSY ECONOMETER AND DISTRIBUTION BOARD 1700 mm AFFL

TV
TV. POINT AT 300 mm ABOVE FINISHED FLOOR LEVEL

SINGLE LIGHT SWITCH AT 1400mm ABOVE FINISHED FLOOR LEVEL

HWS

1

2

HOT WATER SYSTEM TO BE MOUNTED 2200mm A.F.F.L ON 
BATHROOM EXTERNAL WALL

FFL

0,0

TOP OF WINDOW
2100

U/S CEILING

2600

TOP OF ROOF
4523

(Anti-termite)
dpc (Anti-termite)

dpc

600 mm MIN

HOUSE TYPE CORE 5
SIZE35.84 sqm

APRON 750mm AROUND THE HOUSE
@ 2 deg SLOPE AWAY FROM THE HOUSE

WINDOW REVEALS TO BE PLASTERED
INTERNALLY & EXTERNALLY.

EXTERNALL WINDOW CILL TO BE CEMENT
PLASTERED FALL

 LIGHT STEEL ROOF TRUSS SYSTEM TO MANUFACTURERS
DESIGN AND SPECIFICATION INCLUDING PURLINS, 
CEILING BRANDERS etc, AND SPACING AND FIXING

150mm PLASTER 
BAND AROUND

150mm PLASTER 
BAND AROUND

150mm PLASTER 
BAND AROUND

FFLFFLFFLFFL

FFLFFL
FFLFFL

FFL FFL FFL
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NGL NGL

Plaster & Paint

Plaster & Paint
Plaster & Paint

BEDROOM 2
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BATHROOM

 ELEVATION 1
 ELEVATION 3

 ELEVATION 4
 ELEVATION 2

SCALE 1:50

SCALE 1:50

SCALE 1:50
SCALE 1:50
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SCALE 1:50

ALL INTERNAL DOOR TO
HAVE CONSTRUCTION
JOINTS ON THE LOCK SIDE

HOT WATER SYSTEM TO BE INSTALLED ACCORDING TO
MANUFACTURERS SPECIFICATIONS ADHERENCE TO 
INSTALLATION & THE POSITION IS GENERALLY
INDICATED ON DRAWINGS,HOWEVER THE FINAL
POSITIONING WILL BE DETERMINED ON SITE.

150mm PLASTER 
BAND AROUND

225 x 10mm FIBRE CEMENT
BARGE BOARD FIXED TO

PURLINS WITH 60mm
GALVINISED SCREWS

WITH A 100x75mm GUTTER & DOWN PIPE.

225 x 10mm FIBRE CEMENT
BARGE BOARD FIXED TO

PURLINS WITH 60mm
GALVINISED SCREWS

WITH A 100x75mm GUTTER & DOWN PIPE.

CLAY FACEBRICK
EXTERNAL WALL FACADE

(200x100x75mm ) BRICK SIZE
MORTAR JOINTS TO BE 10mm

BETWEEN BRICKS BUILDING TECHNIQUE
TO BE DONE ACC. TO ARCHITECTS 

DETAILS & SPECS.

RAISER= 170mm
STAND=300mm

RAISER= 170mm
STAND=300mm

RAISER= 170mm
STAND=300mm

RAISER= 170mm
STAND=300mm

RAISER= 170mm
STAND=300mm

ROOF PITCH 17 deg 0,5mm  GALVANISED
 IBR PROFILE ROOF SHEETS TO MANUFACTURER

WITH RIDGE

6,4mm RHINOBOARD CEILING TO
MANUFACTURERS SPECIFICATION AND DETAILS

 SECTION A-A
SCALE 1:50

SECUGRID POSITION
as per detail

100mm CONCRETE FLOOR
SLAB-25mpa.

WELL COMPACTED FILL

200mm Layer of G6 imported
fill compacted to 98% mod aashto.
with SABS approved weed killer

& termite treatment.

Raft on minimum 150mm sub-base
well compacted on to trimmed and 

compacted formation.

75mm
Sand binding Layer

Raft Edge 
beam Deepens

Raft Edge 
beam Deepens

RAFT FOUNDATION LAYOUT

AIMABLAAGTE MARIENTAL

SECUGRID LINE

SECUGRID LINE
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SECUGRID to overlap with a
minimum ot 300mm over the apron
 in both adjacent & longitudinal direction

SECUGRID to overlap with a
minimum ot 300mm over the apron
 in both adjacent & longitudinal direction
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