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PRE-STRESSED REINFORCED
CONCRETE LINTOLS OVERALL

I WINDOWS AND DOORS OPENING

WIDER THAN 600mm

WINDOW REVEALS FINNISHED WITH
10mm STEEL TROWELLED CEMENT PLASTER

STANDARD ALUMINIUM WINDOWS

RIDGE TO MANUFACTURES

SPECIFICATION & DETAILS

17.5°ROOF PITCH

0.58mm 1SQ550 GALVANIZED Z275 IBR
ROOFSHEETING

TO MANUFACTURES SPECIFICATION &
DETAILS

40 X 40 X 0.58MM IN 6M LENGTHS
LIGHT GAUGE STEEL PURLINS

LIGHT GAUGE STEEL TRUSSES (C63
PROFILE) COMPOSED OF 0.85MM
GALVANIZED STEEL SECTIONS . TO
MANUFACTURES SPECIFICATION & DETAILS

12mm INTERNAL

PLASTER

|

17.5°ROOF PITCH
0.5mm ISQ550 GALVANIZED Z275 IBR

ROOFSHEETING
TO MANUFACTURES SPECIFICATION &
DETAILS

BEAM FILLING MORTOR ON

300 mm

110mm CEMENT BRICKS

40 X 40 X 0.58MM IN 6M LENGTHS
LIGHT GAUGE STEEL PURLINS

10 X 225MM IN 3.60M LENGTHS FASCIA BOARD
MEDIUM DENSITY UNGROOVED NUTEC

LIGHT GAUGE STEEL TRUSSES (C63
PROFILE)

COMPOSED OF 0.8MM GALVANIZED STEEL
SECTIONS.

TO MANUFACTURES SPECIFICATION &
DETAILS

25X 25 X 0.58MM IN 6M LENGTHS
LIGHT GAUGE STEEL BRANDERING

17.5°ROOF PITCH
0.5mm ISQ550 GALVANIZED 7275 IBR

ROOFSHEETING TO MANUFACTURES
SPECIFICATION & DETAILS

BEAM FILLING MORTOR ON
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Quality Housing
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