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ALL DIMENSIONS TO BE CHECKED ON SITE
BEFORE ANY WORK IS PUT IN HAND

HWS

DOUBLE L IGHT SWITCH AT 1400mm ABOVE FINISHED FLOOR LEVEL

CEILING FAN LIGHT AS SPECIFIED
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HOT WATER  SYSTEM, TO BE MOUNTED  2200mm A.F.F.L  ON BATHROOM EXTERNAL WALL

STOVE CONNECTION AT 1200mm ABOVE FINISHED FLOOR LEVEL

15AMP. DOUBLE WALL SOCKET AT 300mm ABOVE FINISHED FLOOR LEVEL

15AMP. DOUBLE WALL SOCKET AT 1200mm ABOVE FINISHED FLOOR LEVEL

15AMP. WALL SOCKET AT 1200mm ABOVE FINISHED FLOOR LEVEL

15AMP. WALL SOCKET AT 300mm ABOVE FINISHED FLOOR LEVEL

SINGLE LIGHT SWITCH  AT 1400mm ABOVE FINISHED FLOOR LEVEL

WALL MOUNTED WATER TIGHT BOWL FITTING 150mm AS SPECIFIED AT 2200mm  A.F.F.L.

CEILING LIGHT AS SPECIFIED

1200mm SINGLE TUBE FLOURECENT LIGHT FITTING

ECONOMETER & DISTRIBUTION BOARD

ELECTRICAL LEGEND

ALL HOUSES TO BE PREPAID ELECTRICITY

TELEVISION POINT 300mm A.F.F.L

2

2

TELEPHONE POINT 300mm A.F.F.L

2-WAY DOUBLE LIGHT SWITCH AT 1400mm ABOVE FINISHED FLOOR LEVEL

2-WAYLIGHT SWITCH AT 1400mm ABOVE FINISHED FLOOR LEVEL
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HOUSE TYPE : CORE 9 (M)

FLOOR PLAN
SIZE 51 sqm

STOEP 2,5 sqm
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DAMPNESS AND WATER PROOFING

DPC TO BE PLACED UNDER LINTOL  AT BUTT JOINT
250 MICRON DPM TO BE PLACED ABOVE WELL COMPACTED FILL AND
UNDERNEATH 100mm THICK STEEL FLOATED CONCRETE SURFACE BED
DPC ABOVE PLINTH WALLS
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FLOOR PLAN LAYOUT
SCALE 1:100

ELEVATION 1
SCALE 1:50

ELEVATION 3
SCALE 1:50

ELEVATION 4
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ELEVATION 2
SCALE 1:50
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ALL INTERNAL DOORS TO
HAVE CONSTRUCTION
JOINTS ON THE LOCK SIDE

SF6

HOT WATER SYSTEM TO BE INSTALLED ACCORDING
TO MANUFACTURERS SPECIFICATIONS ADHERENCE
TO INSTALLATION & THE POSITION IS GENERALLY
INDICATED ON DRAWINGS, HOWEVER THE FINAL
POSITIONING WILL BE DETERMINED ON SITE

FINAL FOUNDATION HEIGHT TO BE DETERMINED ON SITE
BASED ON THE NGL

T TV
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150 x 15mm PLASTER
BAND AROUND
ALL WINDOWS

DPC TO BE PLACED UNDER LINTOL AT
 BUTT JOINT ABOVE OPENING ONLY

150 x 15mm PLASTER
BAND AROUND
ALL WINDOWS

225 x 10mm FIBRE CEMENT BARGE BOARD
FIXED TO PURLINS WITH 60mm GALVINISED
SCREWS

225 x 10mm FIBRE CEMENT BARGE BOARD
FIXED TO PURLINS WITH 60mm GALVINISED
SCREWS

225 x 10mm FIBRE CEMENT BARGE BOARD
FIXED TO PURLINS WITH 60mm GALVINISED
SCREWS

150 x 15mm PLASTER
BAND AROUND
ALL WINDOWS

TRAP DOOR

SHOWER WALL 2100mm HIGH BUILT ON
THICKENED FLOOR SLAB AND TILED WITH

WALL TILES AS PER SPEC

MOSAIC TILES ON SHOWER FLOOR

2 ROWS OF WHITE GLAZED
WALL TILES ABOVE ZINC

K I T C H E N  J O I N E R Y  A S  P E R  D E T A I L

2 ROWS OF WHITE GLAZED
WALL TILES ABOVE WASH
HAND BASIN

PLASTER FINISH EXTERNALLY AND
PAINTED

PRECAST LINTOLS OVER OPENINGS

WINDOW REVEALS TO BE PLASTERED
INTERNALLY & EXTERNALLY. EXTERNAL
WINDOW SILL TO BE CEMENT PLASTER FALL

6,4mm RHINOBOARD CEILING TO
MANUFACTURERS SPECIFICATION AND DETAILS

DPM 250 MICRON BELOW
CONCRETE FLOOR

C O N C E T E
F O U N D A T I O N 100mm CONCRETE SLAB ON

WELL COMPACTED FILL TREATED
WITH ANT AND WEED KILLER AS
PER SPECIFICATIONS

GUTTER AND DOWNPIPE WITH ALL
NECESSARY FITTINGS

ROOF PITCH 17,50, 0.5mm GALVANISED IBR PROFILE ROOF
SHEETS WITH RIDGE FIXED TO 40 x 40 x 0.58mm STEEL
PURLINS FIXED TO STEEL TRUSS(Thickness 0.8mm) @ max 1,2m
c/c. 25 x 25 x 0.58mm BRANDERING at max 400mm c/c. TO
MANUFACTURERS SPECS AND DETAILS, BUILT & FIXED INTO
WALL ACCORDING TO MANUFACTURERS SPECIFICATIONS.

CLAY FACEBRICK EXTERNAL WALL FACADE  (200 x 100 x
75mm) BRICK SIZE, MORTAR JOINTS TO BE 10mm BETWEEN

BRICKS BUILDING TECHNIQUE TO BE DONE ACC. TO
ARCHITECTS DETAILS & SPECS.
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